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1200 CASOSBOOST 12 V

Our AGM batteries, with pure lead are extremely
eff icient thanks to their ability to deliver energy at
high amperage almost instantaneously (cranking
amps is what is required to make the vehicle start).

Starting cables (double insulation) with an optimal length 
and extremely fl exible benefi t from a high conductivity 
as well as aperfect shape resistant to frequent handling.

The internal fuse protects the batteries against 
shortcircuits.

The single-piece moulded case in polyethylene of 5 mm, 
unbreakable (life time warranty), assures excellent 
resistance to shocks and everyday uses.

AGM JUMP STARTER
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www.schumachereurope.com @schumacherboosters +32 4 388 20 17info-be@schumacherelectric.com

HOW TO CHOOSE?

TECHNICAL INFORMATION

MODEL 6 V /850 CA 12 V /440 CA 12 V /700 CA 12 V /800 CA 12 V /1000 CA 12 V /1200 CA

PART NUMBER 860011 861044 861001 861002 861011 860003

VOLTAGE (DC) 6 V 12 V 12 V 12 V 12 V 12 V

CRANKING AMPS (CA) 850 440 700 800 1000 1200

CABLE LENGTH 1,50 m 0,6 m 1,3 m 1,3 m 1,3 m 1,5 m

CABLE CROSS SECTION 35 mm² 25 mm² 25 mm² 25 mm² 25 mm² 35 mm²

AUTOMATIC CHARGER 0,8 A 1,3 A 1,3 A 2 A 2 A 2 A

PACKAGING INFORMATION

MODEL 6 V /850 CA 12 V /440 CA 12 V /700 CA 12 V /800 CA 12 V /1000 CA 12 V /1200 CA

NET WEIGHT 16,5 kg 6 kg 9,5 kg 9,5 kg 11 kg 14,5 kg

DIMENSIONS 
( L x W x h ) mm

450 x 130 x 390 360 x 130 x 240 375 x 110 x 320 375 x 110 x 320 375 x 110 x 320 450 x 130 x 390

THE  SOSBOOST RANGE

PART 
NUMBER

MODEL VOLTAGE

860011 6 V /850 CA 6 V

861044 12 V /440 CA 12 V

861001 12 V /700 CA 12 V

861002 12 V /800 CA 12 V

861011 12 V /1000 CA 12 V

860003 12 V /1200 CA 12 V

SOS 12 V
800 CA

SOS 12 V
440 CA

SOS 12 V
700 CA

SOS 6 V
850 CA

SOS 12 V
1000 CA

SOS 12 V
1200 CA

6 V 12 V

100* <125 150 175 250 300 350 500 

              HP* = CHECK YOUR ENGINE HP - LEGEND:       NORMAL              INTENSIVE                         




